
 

 

 

 

 

 

 

 

 

 

 
 
Laboratory scales easy to use for the operator, small in size, with illuminated display and RS232 
and USB output; Available different units of measure such as grams, carats, ounces etc. 
  
SP-120 scale 
Weighing, piece counting, percentage weighing, totalization 
Not CE-M approved (for internal controls only) 
Maximum capacity 120g; plate 120 mm Ø 
Measurement units: grams/milligrams, carats, ounces, pounds 
Overload protection with sound signaling 
Internal and external calibration 
6-segment backlit LCD display (h 16 mm) 
Power supply with 12 VDC 800 mA adapter and internal 
rechargeable battery with stand-by and charge level indicator 
Operating temperature: from 0 ° C to 40 ° C 
Scale dimensions: 251 x 358 x 104 mm / weight 4 kg 
Removable screen dim. mm 132 Ø x 100 h 
 
SP-150 scale 
CE-M approved (for use outside the laboratory, suitable for legal use) 
150 g capacity; plate 140 x 140 mm 
Weighing functions, piece counting, percentage weighing, weight 
control, animal / dynamic weighing, density determination. 
Colored buttons to facilitate the recognition of those used 
frequently 
Units of measurement: grams/milligrams, carats, ounces, pounds 
Easily visible backlit LCD display (h 24 mm) 
Programmable backlighting (always on, always off, on only when 
weighing) 
Overload protection with sound signaling 
Level bubble and adjustable feet to ensure balance setup 
Selectable filters for animal/dynamic weighing and to minimize vibration effects 
Password for security check to prevent unauthorized use 
15VDC 50 / 60Hz 800mA adapter 
Stabilization time 2 seconds 
Operating temperature 0 ° to 40 ° C 
Scale dimensions: 251 x 358 x 104 mm / weight 7.6 kg 
Removable glass screen dim. mm 158 x 158 x 80 h 

 
 

 
 
 
 
 
 
 

All information contained herewith are of exclusive property of Soraco Srl. Any reproduction not authorized, even partial of texts, tables, drawings and pictures is forbidden. 
Soraco Srl reserves the right to make modifications to products, to equipment, accessories, etc. with the purpose to improve the functionality and the performances, fully safeguarding the main features described in this specification 

 


