
 

 

 

 

 

 

 

 

 

 

Purpose 
This equipment is intended to assess the 
resistance of completed footwear during 
repeated flexing, this test is applicable to all types 
of footwear (SATRA TM92). This machine is fitted 
also with water tank, allowing to assess the 
resistance to water penetration of completed 
footwear during flexing (SATRA TM77). 
 
Principle 
The machine is supplied in twin station format and 
the action simulates the flexing of footwear during 
wear. The angle of flex is adjustable up to 50°. The machine may be used to predict the failure 
of footwear in wear. It is particularly useful in assessing problems associated with bottom 
construction. Footwear is clamped to the machine at the toe end using the appropriate toe 
clamp from one of five pairs supplied. The heel end is secured to the flexing bar. Predetermining 
counters are fitted and once the appropriate number of flexes has been registered, it will stop 
the machine so that the shoe can be inspected. 
The moving parts of the machine are covered by a hinged guard, which is fitted with the latest 
safety device to prevent access while the machine is still in use. 
 
Main Features 

 Equipment fitted with two stations, allowing to test two shoes simultaneously 
 Adjustable angle of flexing up to 50º 
 Flexion number: 140 to 1’ 
 Toe clamps for fixing with springs system to better attachment 
 Stainless steel water tank to avoid corrosion 
 Upper plastic protection covered with interlocked electronic safety system that disables 

the machine in case of opening 
 Control through touchscreen HMI interface 
 Water draining 

 
Supplied with 

 Operation instructions 
 Conformity, CEE and Warranty certificates; 
 Workshop Calibration Certificate; 
 Wrench to set the flexing angle 

 
Standards: SATRA TM77; SATRA TM92 
Power consumption: 600W  
Noise: 65 dB 
Power supply: 230 V.AC – 50/60 Hz 

 
All information contained herewith are of exclusive property of Soraco Srl. Any reproduction not authorized, even partial of texts, tables, drawings and pictures is forbidden. 

Soraco Srl reserves the right to make modifications to products, to equipment, accessories, etc. with the purpose to improve the functionality and the performances, fully safeguarding the main features described in this specification 

 


